
(Product Introduction) 

CI-600A Series 



Contents 

           Features 

            Options 

            Specifications 3 

2 

1 

           Dimension 4 

           Applications 5 



V High Resolution  

   (Approval : 1/10,000 , Non-Approval : 1/20,000) 

V User-Friendly Interface (4.3òFull Graphic TFT LCD) 

V 200 time/sec of High-speed A/D Conversion 

V USB Data Backup 

V CI-600 Manager program 

V Save up to 100 Setting Data 

V Various serial communications Install 

1. Main Features 

Internal use only 



VHigh Speed/Resolution 
ü High-resolution (Approval : 1/10,000 / Non-Approval 1/20,000) 

ü 200 time/Sec of A/D conversion 

 

1. Features 

Internal use only 

VShielded against Noises 
ü By shielding Electronic noises, RFI and EMS, stable operation, 

       even in an industrial setting, is possible. 

VDisplay Protection Cover 
ü Display Protection Cover protects screen against  

       external shocks and materials. 

EMS RFI 



V Indicator Management PC Program, CI-600 Manager 
ü Parameter setting is possible 

ü Weighing Data Connection and backup is possible 

1. Features 

Internal use only 

VUSB Data Backup 
ü Through USB port, backup data to a USB Flash Drive 

VUser-friendly Graphic Interface (GUI) 

CI-601A 

SIMPLE WEIGHING INDICATOR 
CI-605A 

CONTROL WEIGHING INDICATOR 

USB Flash Drive 



2. Options 

Internal use only 

 1. Communication    2. CD-3000 Series (Remote Display) 

  

  

 3. Ticket  Printer  4. Label  Printer 

  

  

DLP-50  

( Print with 2”) 
DEP-50 

Thermal 

CP-7200 

(Thermal) 

CP-7100 

(Dot) 

BP-DT-4 

( Print with 4”) 

 

BP-1100PLUS 

( Print with 4”) 

 

Input/output card 

 (4 INPUT / 6 OUTPUT) 

CI-605A (Standard) 

 

Analog OUT Card 

 ( I-OUT /V-OUT ) 

CI-601A / CI-605 

 



3. Applications 

Internal use only 

Model CI-601A  CI-605A 

Load Cell Excitation Voltage DC5V 

Load Cell connection 10 ea (350Ω)  

Input range -2.0mV/V ~ 3.0 mV/V 

Input sensitivity 0.5 uV/D(Approval),  0.3 uV/D [Non Approval] 

A/D Internal resolution 1 / 520,000 

A/D External resolution 1/10,000 (OIML/KS),  1/20,000 (Non Approval) 

A/D Conversion Speed 200 time/sec 

A/D converting method Sigma Delta 

Display Type 4.3” TFT Color LCD   

Key Numeric Key 10, Function Key 9 

Communication 

Standard RS232 2 Port (COM1, COM2) 

Option 
RS422, RS485, Analog_out  

BCD_out/ Profibus / USB to serial / Bluetooth / Ethernet (Plan to develop in 2013 Year) 

External I/O - Input 4 / Output 6 

Power AC AC100~240V 50/60Hz 

Temperature range  -10 ᴈ ~ 40 ᴈ 

Dimension (W X D X H/mm) 192.9 X 190.2 X 98.4 

Weight (kg) 1.5 



4. Dimension 

Internal use only 

Unit : mm 

Front 

Back Panel Cutting Size 

Side 



5. Applications (Platform Scales) 

Internal use only 



5. Application (Truck Scales) 

Internal use only  



5. Applications (Packer Scales) 

Internal use only 



5. Applications (Hopper Scales) 

Internal use only 


